
2/2-way seat valve
series VE20, VE40, VE80 and VE150

B

A

design 2/2-way seat valve, pilot-operated, normally closed
connection G3/8"...G1" according to ISO228/1

materials body aluminum, inner parts hardened steel, seals NBR
type of fixing through-holes in the valve body

medium temperature -20...+100°C
ambient temperature -30...+50°C

max. operating pressure 300bar
type of fixing through-holes in the valve body

medium hydraulic oil filtered 25ym, other media on request
electrical data:
type of current AC and DC

standard voltage 220V/50Hz, 24VDC, 12VDC
special voltage 110V/50Hz, 24V/50Hz

acceptable voltage tolerance AC/DC +/-10%
power consumption 22W

duty cycle 100% duty cycle (continuous operation)
protection class IP65 according to EN 60529 for a correctly mounted connector (protection against the penetration of

dust and jet water)
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dimensions
series VE20 and VE40

G A B C D E F H I J K L M N O max. flow rate
[l/min]

weight
[app. kg] type

3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-NC-38-E-12DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-NC-38-E-24DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-NC-38-E-220AC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-N0-38-E-12DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-N0-38-E-24DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 20 0,561 VE20-N0-38-E-220AC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-NC-38-E-12DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-NC-38-E-24DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-NC-38-E-220AC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-N0-38-E-12DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-N0-38-E-24DC
3/8" 50 50 68,5 58,5 61 6 6,5 36,3 23,25 21 13,5 30 37,8 35,8 40 0,561 VE40-N0-38-E-220AC
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dimensions
series VE80 and VE150

G A B C D E F H I K L M N O max. flow rate
[l/min]

weight
[kg] type

3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 1,968 VE80-NC-34-E-12DC
3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 VE80-NC-34-E-24DC
3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 VE80-NC-34-E-220AC
3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 VE80-N0-34-E-12DC
3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 VE80-N0-34-E-24DC
3/4" 65 80 85 75 62,5 6 6,5 40 24 23 40 40 37 80 VE80-N0-34-E-220AC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-NC-1-E-12DC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-NC-1-E-24DC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-NC-1-E-220AC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-N0-1-E-12DC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-N0-1-E-24DC
1" 80 90 85 75 62,5 7,5 8,5 47 24 29 50 49 37 150 VE150-N0-1-E-220AC

VE20NC38E12DC-EN-2018/12 © STASTO Automation KG page 3 of 4 www.stasto.eu



flow diagrams

series VE20 and VE40

series VE80

series VE150

illustrations are non-binding
all designs, configurations, measurements and materials are subject to change without prior notice
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